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Test Verification of Conformity

On.the basis of the referenced test report(s), the sample(s) of the below product has been found to
comply with the relevant harmonized standard(s) to the directive(s) listed on this verification at the
time the tests were carried out.

The manufacturer may indicate compliance to said directive(s) by signing a DoC himself and applying
the CE-marking to products identical to the tested sample(s). In addition, the manufacturer shal file
and keep the documentation according to the rules of the applicable directive(s) and shall consider
changes of the standard(s) if relevant. Additional requirements may be applicable such as additional
directives or local laws.

- Applicant Name & Address ~ : Cinta
A " Rooms 2808
~ Wanchai, Hong Kong
Product(s) Tested "~ : Compact laminate panel for use on internal and external
: walls and ceilings
Ratings and principal ' Water vapour permeability: Dry cup>250;Wet cup>110
characteristics '

Face screw-holding: 1910 N

Flexural strength: 98.2 MPa

Flexural modulus: 11302 MPa

Thermal resistance: 0.226 Wi{m K)

Release of formaldehyde: Class E1

Thermal shock resistance: Pass (Exterior grade)
Reaction to fire(EN 13501-1); Class E

Durability: Resistance to immersion in boiling water — Pass
(Interior grade); Resistance to wet conditions — Pass
_ : - (Exterior grade); Density - 2.15 glom®

Model(s) _ : ‘KB-HPL-100

.Brand name : R
Relevant Standard(s)/ - - : EN 438-7
Specification(s) / Directive(s) ... =~ 89/106/EEC
Verification Issuing Office Name & @ Intertek Testing Services Ltd., Shanghai JinQiao Branch
Address Building T752-8, No. 1201 Gui Qiao Road,

Jingiao Development Area, Pudong District,
_Shanghai, China 2011206

Verification/Report Number(s) 1 AU09084

NOTE 1: This verification is part of the full test report(s) and should be read in conjunction with it.
NOTE 2: Release of formaldehyde, Flexural tensile strength and Reaction to fire (Class E) were tested by Notified
Body No. 1023

This Verification is for the exclusive use of intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek’s respansibility
and hiability are limited to the terms and conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the
agreement, for any loss, expense or damage occasioned by the use of this Verification. Only the Client is authorized to permit copying or distribution of this
Verification. Any use of the Intertek name or one of its marks for the sale or advertisement of the tested material, product or service must first be approved in
writing by Intertek. The observations and test/inspection results referenced in this Verification are relevant only to the sample testedfinspected. This
Verification by itself does not imply that the material, product, or service is or has ever been under an Intertek certification programme.
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Signature

Position: Laboratory Manager
Date: 30 November, 2009
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